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1. SAFETY

This manual contains clearly marked cautions and warnings which are intended for your per-
sonal safety and to avoid any unintentional damage to the product or connected appliances.

Please read the information included in cautions and warnings carefully.

The cautions and warnings are marked as follows:

Table 1. Warning signs

1.1 Danger

= DANGER! Dangerous voltage

= WARNING or CAUTION

= Caution! Hot surface

The components of the power unit of Grundfos RSI are live when the AC drive is 
connected to mains potential. Coming into contact with this voltage is 
extremely dangerous and may cause death or severe injury.

The motor terminals U, V, W and the brake resistor terminals are live 
when Grundfos RSI is connected to mains, even if the motor is not running.

After disconnecting the AC drive from the mains, wait until the indicators on the 
keypad go out (if no keypad is attached see the indicators on the cover). Wait 5 
more minutes before doing any work on the connections of Grundfos RSI. Do not 
open the cover before this time has expired. After expiration of this time, use a 
measuring equipment to absolutely ensure that no voltage is present. Always 
ensure absence of voltage before starting any electrical work!

The control I/O-terminals are isolated from the mains potential. However, the 
relay outputs and other I/O-terminals may have a dangerous control 
voltage present even when Grundfos RSI is disconnected from mains.

Before connecting the AC drive to mains make sure that the front and cable 
cov-ers of Grundfos RSI are closed.

During a ramp stop (see the Application Manual), the motor is still generating 
voltage to the drive. Therefore, do not touch the components of the AC drive 
before the motor has completely stopped. Wait until the indicators on the keypad 
go out (if no keypad is attached see the indicators on the cover). Wait additional 5 
minutes before starting any work on the drive.
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1.2 Warnings

Grundfos RSI AC drive is meant for fixed installations only.

Do not perform any measurements when the AC drive is connected to the mains.

The earth leakage current of Grundfos RSI drives exceeds 3.5mA AC. According 
to standard EN61800-5-1, a reinforced protective ground connection must be 
ensured. See chapter 1.3.

If the AC drive is used as a part of a machine, the machine manufacturer is 
responsible for providing the machine with a supply disconnecting device (EN 
60204-1).

Only spare parts delivered by GRUNDFOS can be used.

At power-up, power brake or fault reset the motor will start immediately if the 
start signal is active, unless the pulse control for Start/Stop logic has been selected.
Futhermore, the I/O functionalities (including start inputs) may change if param-
eters, applications or software are changed.Disconnect, therefore, the motor if an 
unexpected start can cause danger.

The motor starts automatically after automatic fault reset if the auto restart 
function is activated. See the Application Manual for more detailed information.

Prior to measurements on the motor or the motor cable, disconnect the motor 
cable from the AC drive.

Do not touch the components on the circuit boards. Static voltage discharge may 
damage the components.

Check that the EMC level of the AC drive corresponds to the requirements of your 
supply network.
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1.3 Earthing and earth fault protection

The Grundfos RSI drive must always be earthed with an earthing conductor connected to the 
earthing terminal marked with .

The earth leakage current of Grundfos RSI exceeds 3.5mA AC. According to EN61800-5-1, one 
or more of the following conditions for the associated protective circuit shall be satisfied:

a) The protective conductor shall have a cross-sectional area of at least 10 mm2 Cu or 16
mm2 Al, through its total run.

b) Where the protective conductor has a cross-sectional area of less than 10 mm2 Cu or
16 mm2 Al, a second protective conductor of at least the same cross-sectional area
shall be provided up to a point where the protective conductor has a cross-sectional
area not less than 10 mm2 Cu or 16 mm2 Al.

c) Automatic disconnection of the supply in case of loss of continuity of the protective
conductor.

The cross-sectional area of every protective earthing conductor which does not form part of 
the supply cable or cable enclosure shall, in any case, be not less than:

- 2.5mm2 if mechanical protection is provided or
- 4mm2 if mechanical protection is not provided.

The earth fault protection inside the AC drive protects only the drive itself against earth faults 
in the motor or the motor cable. It is not intended for personal safety.

Due to the high capacitive currents present in the AC drive, fault current protective switches 
may not function properly.

CAUTION!

Do not perform any voltage withstand tests on any part of Grundfos RSI. There 
is a certain procedure according to which the tests shall be performed. Ignoring 
this procedure may result in damaged product.
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2. MODBUS - GENERAL INFO

Modbus is a communication protocol developed by Modicon systems. In simple terms, it is a 
way of sending information between electronic devices. The device requesting the information 
is called the Modbus Master (or the Client in Modbus TCP) and the devices supplying informa-
tion are Modbus Slaves (in Modbus TCP servers). In a standard Modbus network, there is one 
Master and up to 247 Slaves, each with a unique Slave Address from 1 to 247. The Master can 
also write information to the Slaves. Modbus is typically used to transmit signals from instru-
mentation and control devices back to a main controller or data gathering system.

The Modbus communication interface is built around messages. The format of these Modbus 
messages is independent of the type of physical interface used. The same protocol can be used 
regardless of the connection type. Because of this, Modbus gives the possibility to easily up-
grade the hardware structure of an industrial network, without the need for large changes in 
the software. A device can also communicate with several Modbus nodes at once, even if they 
are connected with different interface types, without the need to use a different protocol for ev-
ery connection.

Figure 1.Basic structure of Modbus frame

On simple interfaces like RS485, the Modbus messages are sent in plain form over the net-
work. In this case the network is dedicated to Modbus. When using more versatile network sys-
tems like TCP/IP over ethernet, the Modbus messages are embedded in packets with the 
format necessary for the physical interface. In that case Modbus and other types of connec-
tions can co-exist at the same physical interface at the same time. Although the main Modbus 
message structure is peer-to-peer, Modbus is able to function on both point-to-point and mul-
tidrop networks.

Each Modbus message has the same structure. Four basic elements are present in each mes-
sage. The sequence of these elements is the same for all messages, to make it easy to parse 
the content of the Modbus message. A conversation is always started by a master in the Mod-
bus network. A Modbus master sends a message and—depending of the contents of the mes-
sage—a slave takes action and responds to it. There can be more masters in a Modbus 
network. Addressing in the message header is used to define which device should respond to 
a message. All other nodes on the Modbus network ignore the message if the address field 
doesn't match their own address. 

Your Grundfos RSI drive is equipped with Modbus support as standard. 

Master’s
message

Slave
response

Address
Function

Data
CRC

Address
Function

Data
CRC

Start

End

Start

End
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Figure 2.Principal example diagram of Modbus

If you need to contact Grundfos service in problems related to Modbus, please send a description of 
the problem together with the Drive Info File

Ethernet

Modbus
RTU
master

Switch

Modbus TCP

Modbus RTU
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3. MODBUS TECHNICAL DATA

3.1 Modbus RTU protocol

Table 2. 

3.2 Modbus TCP protocol

Table 3. 

Connections and 
communications

Interface RS-485
Data transfer method RS-485 MS/TP, half-duplex

Transfer cable STP (Shielded Twisted Pair), type Belden 
9841 or similar

Connector 2.5 mm2

Electrical isolation Functional

Modbus RTU As described in “Modicon Modbus Proto-
col Reference Guide”

Baud rate 300, 600, 1200, 2400, 4800, 9600, 19200, 
38400 and 57600 baud

Addresses 1 to 247

Connections and 
communications

Interface 100BaseTX, IEEE 802.3 compatible
Data transfer method Ethernet half/full -duplex
Data transfer speed 10/100 MBit/s, autosensing
Protocol Modbus TCP
Connector Shielded RJ45 connector
Cable type CAT5e STP

Modbus TCP As described in Modbus Messaging 
Implementation Guide

Default IP Selectable: Fixed or DHCP (AutoIP)
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4. MODBUS INSTALLATION

Figure 3.

1 Open the cover of the AC drive.

The relay outputs and other I/O-terminals may have a dangerous control 
voltage present even when Grundfos RSI is disconnected from mains.

2 Locate the components that you will need on the AC drive to connect and run the 
Modbus cables. 

Be sure not to plug the Modbus TCP cable to the terminal under the keypad! This 
might harm your personal computer.

DANGER

WARNING
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Figure 4.

You can use the Modbus communication protocol through Ethernet and RS485.

4.1 Prepare for use through ethernet

Figure 5.

3 Connect the Ethernet cable (see specification on page 8) to its terminal and run 
the cable through the conduit as shown in Figure 5.

Ethernet
connector

Ethernet
cable run
conduit

I/O terminal
(see larger
picture)

Grounding
bar

DIP
switches

32 33

12 13 14 15 16 17 18 19 30 BA

RS485 terminals
A = Data- B = Data+

21 22 23 24 25 26

1 2 3 4 5 6 7 8 9 10 11

Ethernet
cable
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Figure 6.

Figure 7.

4 Cut free the opening on the AC drive cover for the Ethernet cable (protection 
class IP21).

5
Remount the AC drive cover. NOTE: When planning the cable runs, remember to 
keep the distance between the Ethernet cable and the motor cable at a minimum 
of 30 cm.

Ethernet
cable
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4.2 Prepare for use through RTU

Figure 8.

3

Strip about 15 mm of the RS485 cable (see specification on page 8) and cut off 
the grey cable shield. Remember to do this for both bus cables (except for the 
last device).
Leave no more than 10 mm of the cable outside the terminal block and strip the 
cables at about 5 mm to fit in the terminals. See picture below.

Also strip the cable now at such a distance from the terminal that you can fix it to 
the frame with the grounding clamp. Strip the cable at a maximum length of 15 
mm. Do not strip the aluminum cable shield!

4 Then connect the cable to its appropriate terminals on Grundfos RSI drive stan-
dard terminal block, terminals A and B (A = negative, B = positive). See Figure 
8.

10

5
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5

Using the cable clamp included in the delivery of the drive, ground the shield of 
the RS485 cable to the frame of the AC drive.

6

If Grundfos RSI is  the last device on the bus, the bus termination must be set. 
Locate the DIP switches to the right of the control keypad of the drive and turn 
the switch for the RS485 bus termination resistor to position ON. Biasing is 
built in the termination resistor. See also step 9 on page 15.

Cable clamp

RS485*

AO1
AI1

AI2

OFFON

Current Voltage
Current Voltage
Current Voltage

* Bus termination resistor
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7

Unless already done for the other control cables, 
cut free the opening on the AC drive cover for the 
RS485 cable (protection class IP21).

8

Remount the AC drive cover and run the RS485 
cables as shown in picture.
NOTE: When planning the cable runs, remember 
to keep the distance between the fieldbus cable 
and the motor cable at a minimum of 30 cm.

9

The bus termination must be set for the first and the last device of the fieldbus 
line. See picture below. See also step 6 on page 14. We recommend that the first 
device on the bus and, thus, terminated was the Master device.

RS485
cables

Modbus RTU

= Bus termination

Termination
activated

Termination
activated with

DIP switchTermination
deactivated

   RSI              RSI                RSI RSI RSI
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5. PROGRAMMING

Basic information on how to use the control keypad you will find in the Grundfos RSI solar application 
manual.

The navigation path to the fieldbus parameters may differ from application to application. The 
exemplary paths below apply to the Grundfos RSI drive.

1. First ensure that the right fieldbus protocol is selected.

2. Select ‘Fieldbus control’ as the Remote Control Place.

3. Choose source of reference.

4. Set fieldbus parameters (M5.7 and M5.8). See below.

5.1 Modbus RTU parameters and monitoring values (M5.7.3)

Code Parameter Min Max Unit Default ID Description

PARAMETERS

P5.7.3.1.1 Slave address 1 247 1
Unique slave device 
address.

P5.7.3.1.2 Baud rate 1 9 bd 6 2236

Communication speed
1 = 300
2 = 600
3 = 1200
4 = 2400
5 = 4800
6 = 9600
7 = 19200
8 = 38400
9 = 57600

P5.7.3.1.3 Parity type 0 2 0 2239
0 = None
1 = Odd
2 = Even

P5.7.3.1.4
Communication 

time-out
0 65535 s 10 0 = Not used

Navigate: Main Menu > I/O and Hardware (M5) > RS-485 (M5.7) OR Ethernet
(M5.8) > Common settings (M5.7.1) > Protocol (P5.7.1.1) > Edit > 
(Choose protocol)

Navigate: Main Menu > Quick Setup (M1) > Rem. Ctrl. Place (P1.15)
OR

Navigate: Main Menu > Parameters (M3) > Start/Stop Setup (M3.2) > Rem. 
Ctrl. Place (P3.2.1)

Navigate: Main Menu > Parameters (M3) > References (M3.3)
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Table 4. Parameters related with Modbus used through RTU

MONITORING VALUES

P5.7.3.2.1
Fieldbus protocol 

status
1 3 1

0 = Init
1 = Stopped
2 = Operational
3 = Faulted

P5.7.3.2.2
Communication 

status
0.0 99.999 0.0

0-99 Number of mes-
sages with errors
0-999 Number of mes-
sages without communi-
cation errors

P5.7.3.2.3 Illegal functions 0 See page 20.

P5.7.3.2.4
Illegal data 
addresses

0 See page 20.

P5.7.3.2.5 Illegal data values 0 See page 20.

P5.7.3.2.6 Slave device busy 0 See page 20.

P5.7.3.2.7
Memory parity 

error
0 See page 20.

P5.7.3.2.8 Slave device failure 0 See page 20.

P5.7.3.2.9 Last fault response 0 See page 20.

P5.7.3.2.10 Control word hex See page 29 and page 31.

P5.7.3.2.11 Status word hex See page 29 and page 31.

Code Parameter Min Max Unit Default ID Description
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5.2 Modbus TCP parameters and monitoring values

5.2.1 Ethernet common settings (M5.8.1)

Table 5. Common settings for Modbus TCP (Ethernet)

5.2.2 Modbus TCP settings (M5.8.2)

Table 6. Parameters related with BACnet used through Ethernet

Code Parameter Min Max Unit Default ID Description

P5.8.1.1 IP address mode See page 21.

P5.8.1.2 IP address See page 21.

P5.8.1.3 Subnet mask See page 21.

P5.8.1.4 Default gateway See page 21.

P5.8.1.5 MAC address See page 21.

Code Parameter Min Max Unit Default ID Description

PARAMETERS (Common settings M5.8.2.1)

P5.8.2.1.1 Connection limit 0 2 2
Number of allowed con-
nections

P5.8.2.1.2
Unit identifier num-

ber
0 255 1

See chapter 5.4.2 Mod-
bus TCP settings

P5.8.2.1.3
Communication 

time-out
0 65535 s 0 0 = Not used

MONITORING VALUES (Connection 1, Monitoring M5.8.2.2.1)*

* Will appear only after connection has been established

P5.8.2.2.1.1
Fieldbus protocol 

status
1 3

1 = Stopped
2 = Operational
3 = Faulted

P5.8.2.2.1.2
Communication 

status
0.0 99.999 0.0

0-99 Number of mes-
sages with errors
0-999 Number of mes-
sages without communi-
cation errors

P5.8.2.2.1.3 Illegal functions 0 See page 23.

P5.8.2.2.1.4
Illegal data 
addresses

0 See page 23.

P5.8.2.2.1.5 Illegal data values 0 See page 23.

P5.8.2.2.1.6 Slave device busy 0 See page 23.

P5.8.2.2.1.7 Memory parity error 0 See page 23.

P5.8.2.2.1.8 Slave device failure 0 See page 24.

P5.8.2.2.1.9 Last fault response 0 See page 24.

P5.8.2.2.1.10 Control word hex See page 29.

P5.8.2.2.1.11 Status word hex See page 31.

MONITORING VALUES (Connection 2, Monitoring M5.8.2.3.1)*

All parameters are the same as those for Connection 1.
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5.3 Modbus RTU parameter descriptions

5.3.1 Modbus RTU Parameters

P5.7.3.1.1 SLAVE ADDRESS

Each slave must have a unique address (from 1 to 247) so that it can be addressed indepen-
dently from other nodes.

P5.7.3.1.2 BAUD RATE

Select the communication speed for the network. The default value is 9600 baud.

P5.7.3.1.3 PARITY TYPE

Users can select the parity type for the network.

Table 7. Parity type

P5.7.3.1.4 COMMUNICATION TIME-OUT

Modbus board initiates a communication error for a time defined with this parameter. ‘0’
means that no fault is generated.

5.3.2 Modbus RTU monitoring values

P5.7.3.2.1 FIELDBUS PROTOCOL STATUS

Fieldbus Protocol Status tells the status of the protocol.

Table 8. FB protocol statuses

P5.7.3.2.2 COMMUNICATION STATUS

0The Communication status shows how many error and how many good messages the fre-
quency converter has received. The Communication status includes a common error counter
that counts CRC and parity errors and a counter for good messages.

Only messages to the current slave in use are counted in the good messages.

Parity type Stopbits

Even 1

Odd 1

None 2

INITIALIZING Protocol is starting up

STOPPED Protocol is timeouted or not used

OPERATIONAL Protocol is running

FAULTED Major fault in protocol, requires restarting. 
If fault remains contact Grundfos
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Table 9. 

P5.7.3.2.3 ILLEGAL FUNCTIONS

The function code received in the query refers to an unallowed action for the server (or slave).

P5.7.3.2.4 ILLEGAL DATA ADDRESSES

The data address received in the query refers to an unallowed address for the server (or slave).

P5.7.3.2.5 ILLEGAL DATA VALUES

A value contained in the query data field refers to an unallowed value for server (or slave).

P5.7.3.2.6 SLAVE DEVICE BUSY

The server (or slave) is engaged in processing a long–duration program command. The client
(or master) should retransmit the message later when the server (or slave) is free.

P5.7.3.2.7 MEMORY PARITY ERROR

The server (or slave) attempted to read record file but detected a parity error in the memory.

P5.7.3.2.8 SLAVE DEVICE FAILURE

An unrecoverable error occurred while the server (or slave) was attempting to perform the re-
quested action.

P5.7.3.2.9 LAST FAULT RESPONSE

Shows the last fault response as Fault code.

P5.7.3.2.10 CONTROL WORD

Shows the Control Word received from the bus.

P5.7.3.2.11 STATUS WORD

Shows the current Status Word that is sent to the bus.

Good messages

0…999 Number of messages received with-
out errors

Bad Frames

0…99 Number of messages received with 
errors
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5.4 Modbus TCP parameter descriptions

5.4.1 Ethernet common settings

P5.8.1.1 IP ADDRESS MODE

Selectable alternatives are DHCP (Dynamic Host Configuration Protocol) and Fixed. 

DHCP protocol gives IP addresses to new devices connecting to local network. This address is
valid for a certain period of time. If no DHCP server is found an automatic random IP is given.

A fixed IP address is specified manually and it does not change.

When the mode is changed from DHCP to Fixed the addresses will read 

IP: 192.168.0.10
Subnet mask: 0.0.0.0
Default gateway: 0.0.0.0

P5.8.1.2 IP ADDRESS

An IP address is a series of numbers (like above) specific to the device connected to the Inter-
net.

P5.8.1.3 SUBNET MASK

The network mask marks all the bits of an IP address for the identification of the network and
the subnetwork.

P5.8.1.4 DEFAULT GATEWAY

Gateway address is the IP address of a network point that acts as an entrance to another net-
work.

P5.8.1.5 MAC ADDRESS

The MAC address of the control board.

MAC address (Media Access Control) is a unique address given to each network host. It is not
editable.
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5.4.2 Modbus TCP settings

5.4.2.1 Common settings

P5.8.2.1.1 CONNECTION LIMIT

Defines how many clients can access the server simultaneously.

P5.8.2.1.2 UNIT IDENTIFIER NUMBER

The Modbus ‘slave address’ field usually used on Modbus Serial Line is replaced  by  a  single
byte  ‘Unit  Identifier’.

On TCP/IP, the Modbus server is addressed using its IP address; therefore, the Modbus Unit
Identifier is useless.

P5.8.2.1.3 COMMUNICATION TIME-OUT

Modbus board initiates a communication error if the Ethernet connection is lost. Communica-
tion time-out parameters define the minimum delay between packages received from the cli-
ent. The timer is reset and started after each received package. This parameter can be used if
the client is periodically polling the slaves.
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5.4.3 Modbus TCP monitoring values

These values will not appear before the connection is established.

5.4.3.1 Connection 1

P5.8.2.2.1.1 FIELDBUS PROTOCOL STATUS

Fieldbus Protocol Status tells the status of the protocol.

Table 10. FB protocol statuses

P5.8.2.2.1.2 COMMUNICATION STATUS

The Communication status shows how many error and how many good messages the frequen-
cy converter has received. The Communication status includes a common error counter that
counts errors and a counter for good messages.

Table 11. Communication status

P5.8.2.2.1.3 ILLEGAL FUNCTIONS

The function code received in the query refers to an unallowed action for the server (or slave).

P5.8.2.2.1.4 ILLEGAL DATA ADDRESSES

The data address received in the query refers to an unallowed address for the server (or slave).

P5.8.2.2.1.5 ILLEGAL DATA VALUES

A value contained in the query data field refers to an unallowed value for server (or slave).

P5.8.2.2.1.6 SLAVE DEVICE BUSY

The server (or slave) is engaged in processing a long–duration program command. The client
(or master) should retransmit the message later when the server (or slave) is free.

P5.8.2.2.1.7 MEMORY PARITY ERROR

The server (or slave) attempted to read record file but detected a parity error in the memory.

INITIALIZING Protocol is starting up

STOPPED Protocol is timeouted or not used

OPERATIONAL Protocol is running

FAULTED Major fault in protocol, requires restarting. 
If fault remains contact Grundfos

Good messages

0…999 Number of messages received with-
out errors

Bad Frames

0…99 Number of messages received with 
errors
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P5.8.2.2.1.8 SLAVE DEVICE FAILURE

An unrecoverable error occurred while the server (or slave) was attempting to perform the re-
quested action.

P5.8.2.2.1.9 LAST FAULT RESPONSE

Shows the last fault response as Fault code.

P5.8.2.2.1.10 CONTROL WORD

Shows the Control Word received from the bus.

P5.8.2.2.1.11 STATUS WORD

Shows the current Status Word that is sent to the bus.

5.4.3.2 Connection 2

The monitoring values are the same as those for Connection 1 (chapter 5.4.3.1), only with a dif-
ferent code (P5.8.2.3.1.X).
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6. COMMUNICATIONS

Features of the Modbus-GRUNDFOS interface:

• Direct control of Grundfos RSI drive (e.g. Run, Stop, Direction, Speed reference,
Fault reset)

• Full access to all Grundfos RSI parameters
• Monitor Grundfos RSI status (e.g. Output frequency, Output current, Fault code)

6.1 Data addresses in Modbus messages

All data addresses in Modbus messages are referenced to zero.  The first occurrence of a data 
item is addressed as item number zero.  For example:

• The coil known as ‘Coil 1’ in a programmable controller is addressed as ‘Coil 0000’ in
the data address field of a Modbus message.

• Coil 127 decimal is addressed as ‘Coil 007E hex’ (126 decimal).
• Holding register 40001 is addressed as register 0000 in the data address field of the

message. The function code field already specifies a ‘holding register’operation. There-
fore the ‘4XXXX’ reference is implicit.

• Holding register 40108 is addressed as register 006B hex (107 decimal).

6.2 Modbus memory map

The Grundfos RSI variables and fault codes as well as the parameters can be read and written 
from Modbus. The parameter addresses are determined in the application. Every parameter 
and ac-tual value have been given an ID number in the application. The ID numbering of the 

parameter as well as the parameter ranges and steps can be found in the application manual 
in question. The parameter value shall be given without decimals. If several parameters/
actual values are read with one message, the addresses of the parameters/actual values 

must be consecutive.

Table 12. Supported functions

Function 
code Current terminology Access type Address 

range (hex) TCP/RTU

1 (0x01) Read coils Discrete 00000-0FFFF TCP

2 (0x02) Read Input Discrete Discrete 10000-1FFFF TCP

3 (0x03) Read holding registers 16bit 40000-4FFFF TCP&RTU

4 (0x04) Read input registers 16bit 30000-3FFFF TCP&RTU

5 (0x05) Force single coils Discrete 00000-0FFFF TCP

6 (0x06) Write single register 16bit 40000-4FFFF TCP&RTU

15 (0x0F) Force multiple coils Discrete 00001-0FFFF TCP

16 (0x10) Write multiple registers 16bit 40000-4FFFF TCP&RTU

23 (0x17) Read/Write multiple registers 16bit 40000-4FFFF TCP&RTU

NOTE: Broadcasting not supported in TCP.
Broadcast supported with function code 06 and 16 in RTU
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6.3 Modbus data mapping

6.3.1 Coil registers

Coil registers contain binary data (Read/Write). See page 29.

Table 13. Defined coil registers

6.3.2 Input discrete registers

Input discrete registers contain binary data (Read). See page 31.

Table 14. Defined Input Discrete

6.3.3 Holding and input registers

All values can be read with function codes 3 and 4 (all registers are 3X and 4X reference). Mod-
bus registers are mapped to drive ID’s as follows:

Address Function Purpose

0001 RUN/STOP Control Word, bit 0

0002 Direction Control Word, bit 1

0003 Fault reset Control Word, bit 2

Address Function Purpose

10001 Ready Status Word, bit 0

10002 Run Status Word, bit 1

10003 Direction Status Word, bit 2

10004 Fault Status Word, bit 3

10005 Alarm Status Word, bit 4

10006 At reference Status Word, bit 5

10007 Zero speed Status Word, bit 6

10008 Flux ready Status Word, bit 7

Address 
range Purpose Access 

type See

0001 - 2000 Application ID´s 16bit Table 16

2001 - 2050 FBProcessDataIN 16bit Table 17

2051 - 2099 FBProcessDataIN 32bit Table 17

2101 - 2150 FBProcessDataOUT 16bit Table 19

2151 - 2199 FBProcessDataOUT 32bit Table 19
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6.3.3.1

Table 15. Defined input holding registers 

Application ID’s

Application ID's are parameters that depend on the frequency converter's application. These 
parameters can be read and written by pointing the corresponding memory range directly or 
by using the so-called ID map (more information below). It is easiest to use a straight address 
if you want to read a single parameter value or parameters with consecutive ID numbers. It is 
possible to read 12 consecutive ID addresses.

Table 16. Parameter ID’s

6.3.3.2 FB Process data IN

The process data fields are used to control the drive (e.g. Run, Stop , Reference, Fault Reset) 
and to quickly read actual values (e.g. Output frequency, Output current, Fault code). The fields 
are structured as follows:

Process Data Master -> Slave (max 22 bytes)

2200 - 10000 Application ID´s 16bit Table 16

10501 - 10530 IDMap 16bit Table 22

10601 - 10630 IDMap Read/Write 16bit Table 23

10701 - 10760 IDMap Read/Write 32bit Table 23

20001 - 40000 Application ID's 32bit Table 16

40001 - 40007 Operation day counter 16bit Table 25

40101 - 40107 Resettable operation day 
counter 16bit Table 26

40201 - 40203 Energy counter 16bit Table 27

40301 - 40303 Resettable energy counter 16bit Table 28

40401 - 40430 Fault history 16bit Table 29

Address 
range Purpose ID

0001-2000 Application parameters 1-2000

2200-10000 Application parameters 2200-10000

Address
Name Range/Type

16-bit* 32-bit

2001 2051 = High data
2052 = Low data FB Control Word Binary coded

Address 
range Purpose Access 

type See
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Table 18. Control Word bits

2002 - Reserved Binary coded

2003 2053 = High data
2054 = Low data FB Speed Reference 0…10000 %

2004 2055 = High data
2056 = Low data FB Process Data In 1 See chapter 9.

2005 2057 = High data
2058 = Low data FB Process Data In 2 See chapter 9.

2006 2059 = High data
2060 = Low data FB Process Data In 3 See chapter 9.

2007 2061 = High data
2062 = Low data FB Process Data In 4 See chapter 9.

2008 2063 = High data
2064 = Low data FB Process Data In 5 See chapter 9.

2009 2065 = High data
2066 = Low data FB Process Data In 6 See chapter 9.

2010 2067 = High data
2068 = Low data FB Process Data In 7 See chapter 9.

2011 2069 = High data
2070 = Low data FB Process Data In 8 See chapter 9.

*. In Grundfos RSI, the Control Word and the Status Word are formed of 32 bits. Only the initial 16 
bits can be read in the 16-bit area.

Table 17. Fieldbus Process Data IN

Control word bits

The Control word is composed of 32 bits. Meanings of bits are described below.  Unused bits 
have to be set to zero.

Bit Name Value = 1 Value = 0 Description

B0 Start/Stop Start request Stop request Start/Stop command to 
application

B1 Direction Reverse Forward Command to change
rotational direction

B2 Fault reset Reset faults No action Command to reset fault

B3-B31 Not used

Address
Name Range/Type

16-bit* 32-bit
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6.3.3.3 FB Process data OUT

Process Data Slave -> Master (max 22 bytes)

Table 19. Fieldbus Process Data Out

Address
Name Range/Type

16-bit 32-bit

2101 2151 = High data
2152 = Low data FB Status Word Binary coded

2102 - Reserved Binary coded

2103 2153 = High data
2154 = Low data FB Actual Speed 0…10000 %

2104 2155 = High data
2156 = Low data FB Process Data Out 1 See chapter 9.

2105 2157 = High data
2158 = Low data FB Process Data Out 2 See chapter 9.

2106 2159 = High data
2160 = Low data FB Process Data Out 3 See chapter 9.

2107 2161 = High data
2162 = Low data FB Process Data Out 4 See chapter 9.

2108 2163 = High data
2164 = Low data FB Process Data Out 5 See chapter 9.

2109 2165 = High data
2166 = Low data FB Process Data Out 6 See chapter 9.

2110 2167 = High data
2168 = Low data FB Process Data Out 7 See chapter 9.

2111 2169 = High data
2170 = Low data FB Process Data Out 8 See chapter 9.
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Status Word bits

The Status word is composed of 32 bits. The meanings of bits are described below.

Table 20. Status Word bits B1-B28

Table 21. Status Word bits B29-B31, descriptions of bit connections

The use of process data depends on the application. In a typical situation, the device is started 
and stopped with the ControlWord (CW) written by the Master and the Rotating speed is set with 
Reference (REF). With PD1…PD8 the device can be given other reference values (e.g. Torque 
reference).

With the StatusWord (SW) read by the Master, the status of the device can be seen. Actual Value 
(ACT) and PD1…PD8 show the other actual values.

Bit Name Value = 1 Value = 0 Description

B0 Ready Ready Not ready Indicates whether the drive is 
ready or not

B1 Run Running Stop Indicates whether the drive is 
running or stopped

B2 Direction Counterclockwise Clockwise Indicates the rotation direc-
tion of the motor

B3 Fault Faulted Not faulted Indicates if a fault is active

B4 Alarm Alarm No alarm Indicates if an alarm is active

B5 AtReference True False Reference frequency reached

B6 ZeroSpeed True False Motor running at zero speed

B7 FluxReady True False Motor is magnetized

B8-B28 Not used

B29 
Control place

B30 
Control place

B31 
Control place Description

0 0 1 Fieldbus

0 1 0 Keypad

0 1 1 PC tool

1 0 0 I/O terminals
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6.3.3.4 ID map

Using the ID map, you can read consecutive memory blocks that contain parameters whose 
ID's are not in a consecutive order. The address range 10501 - 10530 is called 'IDMap', and it 
includes an address map in which you can write your parameter ID's in any order. The address 
range 10601 to 10630 is called 'IDMap Read/Write,' and it includes values for parameters writ-
ten in the IDMap. As soon as one ID number has been written in the map cell 10501, the corre-
sponding parameter value can be read and written in the address 10601, and so on.

Table 22. IDMap initialization

Once the IDMap address range has been initialized with any parameter ID number, the param-
eter value can be read and written in the IDMap Read/Write address range address IDMap ad-
dress + 100.

Table 23. Parameter Values in 16-bit IDMap Read/Write registers

If the IDMap table has not been initialized, all fields show the index '0'. If the it has been initial-
ized, the parameter ID's included in it are stored in the flash memory of the OPT-CI board.

Address Data

410601 Data included in parameter ID700

410602 Data included in parameter ID702

410603 Data included in parameter ID707

410604 Data included in parameter ID704

Address Data

410501 700

410502 702

410503 707

410504 704

Parameter ID’s

ID
699

700
701
702

703
704
705

706
707

708
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Example of 32Bit IDMap

Table 24. Example of parameter values in 32-bit IDMap Read/Write registers

6.3.3.5 Operation day counter

Table 25. Operation day counter

6.3.3.6 Resettable operation day counter

Reset the counter by writing “1” for parameter ID2311.

Table 26. Resettable operation day counter

6.3.3.7 Energy counter

The last number of the Format field indicates the decimal point place in the Energy field. If the 
number is bigger than 0, move the decimal point to the left by the number indicated. For exam-
ple, Energy = 1200, Format = 52. Unit = 1. Energy = 12.00kWh.

Address Data

410701 Data High, parameter ID700

410702 Data Low, parameter ID700

410703 Data High, parameter ID702

410704 Data Low, parameter ID702

Address Register Purpose

40001 440001 Years

40002 440002 Days

40003 440003 Hours

40004 440004 Minutes

40005 440005 Seconds

Address Register Purpose

40101 440101 Years

40102 440102 Days

40103 440103 Hours

40104 440104 Minutes

40105 440105 Seconds
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Table 27. Energy counter

6.3.3.8 Resettable energy counter

Reset the counter by writing “1” for parameter ID2312.

Table 28. Resettable energy counter

6.3.3.9 Fault history

The fault history can be viewed by reading from address 40401 onward. The faults are listed in 
chronological order so that the latest fault is mentioned first and the oldest last. The fault his-
tory can contain 29 faults at the same time. The fault history contents are represented as fol-
lows.

Table 29. Fault history

Address Register Purpose

40201 440201 Energy

40202 440202 Format

40203 440203

Unit
1 = kWh
2 = MWh
3 = GWh
4 = TWh

Address Register Purpose

40301 440301 Energy

40302 440302 Format

40303 440303

Unit
1 = kWh
2 = MWh
3 = GWh
4 = TWh

Address Register Purpose

40401 440401

40402 440402

40403 440403

... ...

40429 440429
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6.4 Example messages 
Example 1

Write the process data 42001…42003 with command 16 (Preset Multiple Registers).

Command Master - Slave:

Message frame:

The reply to Preset Multiple Registers message is the echo of 6 first bytes.

Answer Slave - Master:

Reply frame:

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 10 hex Function 10 hex (= 16)

DATA Starting address HI 07 hex Starting address 07D0 hex (= 2000)

Starting address LO D0 hex

No. of registers HI 00 hex

No. of registers LO 03 hex Number of registers 0003 hex (= 3)

Byte count 06 hex Byte count 06 hex (= 6)

Data HI 00 hex Data 1 = 0001 hex (= 1). Setting control word run bit to 1.

Data LO 01 hex

Data HI 00 hex Data 2 = 0000 hex (= 0).

Data LO 00 hex

Data HI 13 hex Data 3 = 1388 hex (= 5000), Speed Reference to 50.00%

Data LO 88 hex

ERROR CRC HI C8 hex CRC field C8CB hex (= 51403)

CHECK CRC LO CB hex

01 10 07 D0 00 03 06 00 01 00 00 13 88 C8 CB

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 10 hex Function 10 hex (= 16)

DATA Starting address HI 07 hex Starting address 07D0 hex (= 2000)

Starting address LO D0 hex

No. of registers HI 00 hex Number of registers 0003 hex (= 3)

No. of registers LO 03 hex

ERROR CRC HI 80 hex CRC 8085 hex (= 32901)

CHECK CRC LO 85 hex

01 10 07 D0 00 03 80 85
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Example 2:

Read the Process Data 42103…42104 with command 4 (Read Input Registers).

Command Master - Slave:

Message frame:

The reply to the Read Input Registers message contains the values of the read registers.

Answer Slave - Master:

Reply frame:

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 04 hex Function 4 hex (= 4)

DATA Starting address HI 08 hex

Starting address LO 36 hex

No. of registers HI 00 hex Number of registers 0002 hex (= 2)

No. of registers LO 02 hex

ERROR CRC HI 93 hex CRC field 93A5 hex (= 37797)

CHECK CRC LO A5 hex

01 04 08 36 00 02 93 A5

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 04 hex Function 4 hex (= 4)

DATA Byte count 04 hex Byte count 4 hex (= 4)

Data HI 13 hex Speed reference = 1388 hex (=5000 => 50.00%)

Data LO 88 hex

Data HI 09 hex Output Frequency = 09C4 hex (=2500 =>25.00Hz)

Data LO C4 hex

ERROR CRC HI 78 hexCRC field 78E9 hex (=30953)

CHECK CRC LO E9 hex

01 04 04 13 88 09 C4 78 E9
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Example of an exception response

In an exception response, the Slave sets the most-significant bit (MSB) of the function code to 
1. The Slave returns an exception code in the data field.

Command Master - Slave:

Message frame:

Exception response:

Answer Slave - Master:

Reply frame:

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 04 hex Function 4 hex (= 4)

DATA Starting address HI 17 hex Starting address 1770 hex (= 6000)

Starting address LO 70 hex

No. of registers HI 00 hex Invalid number of registers 0005 hex (= 5)

No. of registers LO 05 hex

ERROR CRC HI 34 hex

CHECK CRC LO 66 hex CRC field 3466 hex (=13414)

01 04 17 70 00 05 34 66

ADDRESS 01 hex Slave address 1 hex (= 1)

FUNCTION 84 hex Most significant bit set to 1

ERROR CODE 04 hex Error code 04 => Slave Device Failure

ERROR CRC HI 42 hex CRC field 42C3 hex (= 17091)

CHECK CRC LO C3 hex

01 84 04 42 C3



Fault tracing Grundfos • 38
7. FAULT TRACING

When an unusual operating condition is detected by the AC drive control diagnostics, the drive 
initiates a notification visible, for example, on the keypad. The keypad will show the ordinal 
number of the fault, the fault code and a short fault description.

The fault can be reset with the Reset button on the control keypad or via the I/O terminal. The 
faults are stored in the Fault history menu which can be browsed. The different fault codes you 
will find in the table below. This fault table presents only the faults related to the fieldbus in 
use.

NOTE: When contacting distributor or factory because of a fault condition, always write down 
all texts and codes on the keypad display and send a description of the problem together with 
the Drive Info File.

7.1 Typical fault conditions

Table 30. Typical fault conditions

7.2 RS-485 bus biasing

When none of the devices on the RS-485 bus is sending data all devices are in idle status. This 
being the case, the bus voltage is in indefinte state, usually near 0 V due to the termination re-
sistors. This may cause problems in character reception because the single characters in se-
rial communcation begin with start bit referring to bus status '0' with voltage of  less than -
200mV whereas the bus status '1' corresponds to bus voltage of more than +200mV. The RS-
485 standard considers the voltage interval -200mV...+200mV as undefined state. Bus biasing 
is therefore needed to maintain the voltage in status ‘1’ (above +200mV) also between the mes-
sages.

To bias the bus you will have to add a separate active termination resistor specifically designed 
for the RS-485 bus (e.g. Siemens active RS 485 terminating element (6ES7972-0DA00-0AA0)).

Fault condition Possible cause Remedy

Termination 
resistor Missing or excessive termination resistor.

Install termination resis-
tors at both ends of the 
fieldbus line.

Cabling

• Supply or motor cables are located
too close to the fieldbus cable

• Wrong type of fieldbus cable
• Too long cabling

Grounding Inadequate grounding. Ensure grounding in all 
points on the net

Connections

Faulty connections.
• Excessive stripping of cables
• Conductors in wrong terminals
• Too loose connections of conductors

Parameter

• Faulty address
• Overlapping slave addresses
• Wrong baud rate
• Wrong control place selected
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7.3 Other fault conditions

The following fault tracing diagram will help you to locate and fix some of the most usual prob-
lems. If the problem persists contact your local distributor.

Figure 9. Fault tracing diagram for Modbus RTU
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Figure 10. Fault tracing diagram for Modbus TCP
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8. QUICK SETUP

Following these instructions, you can easily and fast set up your Modbus for use:

1
Choose control place.

A. Press HOME button on keypad to select Remote Control Place

B. Select Fieldbus as remote control place: Main Menu > Quick Setup (M1) >
Rem. Ctrl. Place (P1.15) > FieldbusCTRL

2

Make these settings in the master software

A. Set Control Word to ‘0’ (2001)

B. Set Control Word to ‘1’ (2001)

C. Frequency converter status is RUN

D. Set Reference value to ‘5000’ (50.00%) (2003).

E. Actual speed is 5000 (25.00 Hz if MinFreq is 0.00 Hz and MaxFreq is 50.00 Hz)

F. Set Control Word to ‘0’ (2001)

G. Frequency converter status is STOP.
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9. ANNEX

Process Data IN (Master to Slave)

Use of Process Data In variables depends on the used application. The configuration of the data 
is free.

Process Data OUT (Slave to Master)

Use of Process Data Out variables depends on the used application.

The Fieldbus Master can read the frequency converter’s actual values using process data vari-
ables. Control applications use process data as follows:

Table 31. Process Data OUT variables

ID Data Value Unit Scale

2104 Process data OUT 1 Output Frequency Hz 0,01 Hz 

2105 Process data OUT 2 Motor Speed rpm 1 rpm 

2106 Process data OUT 3 Motor Current A 0,1 A 

2107 Process data OUT 4 Motor Torque % 0,1 % 

2108 Process data OUT 5 Motor Power % 0,1 % 

2109 Process data OUT 6 Motor Voltage V 0,1 V 

2110 Process data OUT 7 DC link voltage V 1 V 

2111 Process data OUT 8 Active Fault Code - -
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Argentina
Bombas GRUNDFOS de Argentina S.A.
Ruta Panamericana km. 37.500 Centro 
Industrial Garin
1619 Garín Pcia. de B.A.
Phone: +54-3327 414 444
Telefax: +54-3327 45 3190

Australia
GRUNDFOS Pumps Pty. Ltd. 
P.O. Box 2040 
Regency Park 
South Australia 5942 
Phone: +61-8-8461-4611 
Telefax: +61-8-8340 0155 

Austria
GRUNDFOS Pumpen Vertrieb 
Ges.m.b.H.
Grundfosstraße 2 
A-5082 Grödig/Salzburg 
Tel.: +43-6246-883-0 
Telefax: +43-6246-883-30

Belgium
N.V. GRUNDFOS Bellux S.A.
Boomsesteenweg 81-83 
B-2630 Aartselaar 
Tél.: +32-3-870 7300 
Télécopie: +32-3-870 7301

Belarus
Представительство ГРУНДФОС в 
Минске
220125, Минск
ул. Шафарнянская, 11, оф. 56, БЦ 
«Порт»
Тел.: +7 (375 17) 286 39 72/73
Факс: +7 (375 17) 286 39 71
E-mail: minsk@grundfos.com

Bosnia and Herzegovina
GRUNDFOS Sarajevo
Zmaja od Bosne 7-7A,
BH-71000 Sarajevo
Phone: +387 33 592 480
Telefax: +387 33 590 465
www.ba.grundfos.com
e-mail: grundfos@bih.net.ba

Brazil
BOMBAS GRUNDFOS DO BRASIL
Av. Humberto de Alencar Castelo 
Branco, 630
CEP 09850 - 300
São Bernardo do Campo - SP
Phone: +55-11 4393 5533
Telefax: +55-11 4343 5015

Bulgaria
Grundfos Bulgaria EOOD
Slatina District
Iztochna Tangenta street no. 100
BG - 1592 Sofia
Tel. +359 2 49 22 200
Fax. +359 2 49 22 201
email: bulgaria@grundfos.bg

Canada
GRUNDFOS Canada Inc. 
2941 Brighton Road 
Oakville, Ontario 
L6H 6C9 
Phone: +1-905 829 9533 
Telefax: +1-905 829 9512 

China
GRUNDFOS Pumps (Shanghai) Co. Ltd.
10F The Hub, No. 33 Suhong Road
Minhang District
Shanghai 201106
PRC
Phone: +86 21 612 252 22
Telefax: +86 21 612 253 33

COLOMBIA
GRUNDFOS Colombia S.A.S.
Km 1.5 vía Siberia-Cota Conj. Potrero 
Chico,
Parque Empresarial Arcos de Cota Bod. 
1A.
Cota, Cundinamarca
Phone: +57(1)-2913444
Telefax: +57(1)-8764586

Croatia
GRUNDFOS CROATIA d.o.o.
Buzinski prilaz 38, Buzin
HR-10010 Zagreb
Phone: +385 1 6595 400 
Telefax: +385 1 6595 499
www.hr.grundfos.com

GRUNDFOS Sales Czechia and 
Slovakia s.r.o.
Čajkovského 21
779 00 Olomouc
Phone: +420-585-716 111

Denmark
GRUNDFOS DK A/S 
Martin Bachs Vej 3 
DK-8850 Bjerringbro 
Tlf.: +45-87 50 50 50 
Telefax: +45-87 50 51 51 
E-mail: info_GDK@grundfos.com
www.grundfos.com/DK

Estonia
GRUNDFOS Pumps Eesti OÜ
Peterburi tee 92G
11415 Tallinn
Tel: + 372 606 1690
Fax: + 372 606 1691

Finland
OY GRUNDFOS Pumput AB 
Trukkikuja 1 
FI-01360 Vantaa 
Phone: +358-(0) 207 889 500

France
Pompes GRUNDFOS Distribution S.A. 
Parc d’Activités de Chesnes 
57, rue de Malacombe 
F-38290 St. Quentin Fallavier (Lyon)
Tél.: +33-4 74 82 15 15 
Télécopie: +33-4 74 94 10 51 

Germany
GRUNDFOS GMBH
Schlüterstr. 33
40699 Erkrath
Tel.: +49-(0) 211 929 69-0 
Telefax: +49-(0) 211 929 69-3799
e-mail: infoservice@grundfos.de
Service in Deutschland:
e-mail: kundendienst@grundfos.de

Greece
GRUNDFOS Hellas A.E.B.E. 
20th km. Athinon-Markopoulou Av. 
P.O. Box 71 
GR-19002 Peania 
Phone: +0030-210-66 83 400 
Telefax: +0030-210-66 46 273

Hong Kong
GRUNDFOS Pumps (Hong Kong) Ltd. 
Unit 1, Ground floor 
Siu Wai Industrial Centre 
29-33 Wing Hong Street & 
68 King Lam Street, Cheung Sha Wan
Kowloon 
Phone: +852-27861706 / 27861741 
Telefax: +852-27858664 

Hungary
GRUNDFOS Hungária Kft.
Park u. 8
H-2045 Törökbálint, 
Phone: +36-23 511 110
Telefax: +36-23 511 111

India
GRUNDFOS Pumps India Private 
Limited
118 Old Mahabalipuram Road
Thoraipakkam
Chennai 600 096
Phone: +91-44 2496 6800

Indonesia
PT. GRUNDFOS POMPA
Graha Intirub Lt. 2 & 3
Jln. Cililitan Besar No.454. Makasar, 
Jakarta Timur
ID-Jakarta 13650
Phone: +62 21-469-51900
Telefax: +62 21-460 6910 / 460 6901 

Ireland
GRUNDFOS (Ireland) Ltd. 
Unit A, Merrywell Business Park
Ballymount Road Lower
Dublin 12 
Phone: +353-1-4089 800 
Telefax: +353-1-4089 830 

Italy
GRUNDFOS Pompe Italia S.r.l. 
Via Gran Sasso 4
I-20060 Truccazzano (Milano)
Tel.: +39-02-95838112 
Telefax: +39-02-95309290 / 95838461 

Japan
GRUNDFOS Pumps K.K.
1-2-3, Shin-Miyakoda, Kita-ku,
Hamamatsu
431-2103 Japan
Phone: +81 53 428 4760
Telefax: +81 53 428 5005

Korea
GRUNDFOS Pumps Korea Ltd.
6th Floor, Aju Building 679-5
Yeoksam-dong, Kangnam-ku, 135-916
Seoul, Korea
Phone: +82-2-5317 600
Telefax: +82-2-5633 725

Latvia
SIA GRUNDFOS Pumps Latvia 
Deglava biznesa centrs
Augusta Deglava ielā 60, LV-1035, Rīga,
Tālr.: + 371 714 9640, 7 149 641
Fakss: + 371 914 9646

Lithuania
GRUNDFOS Pumps UAB
Smolensko g. 6
LT-03201 Vilnius
Tel: + 370 52 395 430
Fax: + 370 52 395 431
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sMalaysia

GRUNDFOS Pumps Sdn. Bhd.
7 Jalan Peguam U1/25
Glenmarie Industrial Park
40150 Shah Alam
Selangor 
Phone: +60-3-5569 2922
Telefax: +60-3-5569 2866

Mexico
Bombas GRUNDFOS de México S.A. de 
C.V. 
Boulevard TLC No. 15
Parque Industrial Stiva Aeropuerto
Apodaca, N.L. 66600
Phone: +52-81-8144 4000 
Telefax: +52-81-8144 4010

Netherlands
GRUNDFOS Netherlands
Veluwezoom 35
1326 AE Almere
Postbus 22015
1302 CA ALMERE 
Tel.: +31-88-478 6336 
Telefax: +31-88-478 6332
E-mail: info_gnl@grundfos.com

New Zealand
GRUNDFOS Pumps NZ Ltd.
17 Beatrice Tinsley Crescent
North Harbour Industrial Estate
Albany, Auckland
Phone: +64-9-415 3240
Telefax: +64-9-415 3250

Norway
GRUNDFOS Pumper A/S 
Strømsveien 344 
Postboks 235, Leirdal 
N-1011 Oslo 
Tlf.: +47-22 90 47 00 
Telefax: +47-22 32 21 50 

Poland
GRUNDFOS Pompy Sp. z o.o.
ul. Klonowa 23
Baranowo k. Poznania
PL-62-081 Przeźmierowo
Tel: (+48-61) 650 13 00
Fax: (+48-61) 650 13 50

Portugal
Bombas GRUNDFOS Portugal, S.A. 
Rua Calvet de Magalhães, 241
Apartado 1079
P-2770-153 Paço de Arcos
Tel.: +351-21-440 76 00
Telefax: +351-21-440 76 90

Romania
GRUNDFOS Pompe România SRL
Bd. Biruintei, nr 103 
Pantelimon county Ilfov
Phone: +40 21 200 4100
Telefax: +40 21 200 4101
E-mail: romania@grundfos.ro

Russia
ООО Грундфос Россия
109544, г. Москва, ул. Школьная, 39-
41, стр. 1
Тел. (+7) 495 564-88-00 (495) 737-30-
00
Факс (+7) 495 564 88 11
E-mail grundfos.moscow@grundfos.com

Serbia 
Grundfos Srbija d.o.o.
Omladinskih brigada 90b
11070 Novi Beograd 
Phone: +381 11 2258 740
Telefax: +381 11 2281 769
www.rs.grundfos.com

Singapore
GRUNDFOS (Singapore) Pte. Ltd.
25 Jalan Tukang 
Singapore 619264 
Phone: +65-6681 9688 
Telefax: +65-6681 9689

Slovakia
GRUNDFOS s.r.o.
Prievozská 4D 
821 09 BRATISLAVA 
Phona: +421 2 5020 1426
sk.grundfos.com

Slovenia
GRUNDFOS LJUBLJANA, d.o.o.
Leskoškova 9e, 1122 Ljubljana
Phone: +386 (0) 1 568 06 10
Telefax: +386 (0)1 568 06 19
E-mail: tehnika-si@grundfos.com

South Africa
GRUNDFOS (PTY) LTD
Corner Mountjoy and George Allen 
Roads
Wilbart Ext. 2
Bedfordview 2008
Phone: (+27) 11 579 4800
Fax: (+27) 11 455 6066
E-mail: lsmart@grundfos.com

Spain
Bombas GRUNDFOS España S.A. 
Camino de la Fuentecilla, s/n 
E-28110 Algete (Madrid) 
Tel.: +34-91-848 8800 
Telefax: +34-91-628 0465

Sweden
GRUNDFOS AB 
Box 333 (Lunnagårdsgatan 6) 
431 24 Mölndal 
Tel.: +46 31 332 23 000
Telefax: +46 31 331 94 60 

Switzerland
GRUNDFOS Pumpen AG 
Bruggacherstrasse 10 
CH-8117 Fällanden/ZH 
Tel.: +41-44-806 8111 
Telefax: +41-44-806 8115 

Taiwan
GRUNDFOS Pumps (Taiwan) Ltd. 
7 Floor, 219 Min-Chuan Road 
Taichung, Taiwan, R.O.C. 
Phone: +886-4-2305 0868
Telefax: +886-4-2305 0878

Thailand
GRUNDFOS (Thailand) Ltd. 
92 Chaloem Phrakiat Rama 9 Road,
Dokmai, Pravej, Bangkok 10250
Phone: +66-2-725 8999
Telefax: +66-2-725 8998

Turkey
GRUNDFOS POMPA San. ve Tic. Ltd. 
Sti.
Gebze Organize Sanayi Bölgesi 
Ihsan dede Caddesi,
2. yol 200. Sokak No. 204
41490 Gebze/ Kocaeli
Phone: +90 - 262-679 7979
Telefax: +90 - 262-679 7905
E-mail: satis@grundfos.com

Ukraine
Бізнес Центр Європа
Столичне шосе, 103
м. Київ, 03131, Україна 
Телефон: (+38 044) 237 04 00 
Факс.: (+38 044) 237 04 01
E-mail: ukraine@grundfos.com

United Arab Emirates
GRUNDFOS Gulf Distribution
P.O. Box 16768
Jebel Ali Free Zone
Dubai
Phone: +971 4  8815 166
Telefax: +971 4 8815 136

United Kingdom
GRUNDFOS Pumps Ltd. 
Grovebury Road 
Leighton Buzzard/Beds. LU7 4TL 
Phone: +44-1525-850000 
Telefax: +44-1525-850011 

U.S.A.
GRUNDFOS Pumps Corporation 
17100 West 118th Terrace
Olathe, Kansas 66061
Phone: +1-913-227-3400 
Telefax: +1-913-227-3500 

Uzbekistan
Grundfos Tashkent, Uzbekistan The Rep-
resentative Office of Grundfos Kazakhstan 
in Uzbekistan
38a, Oybek street, Tashkent
Телефон: (+998) 71 150 3290 / 71 150 
3291
Факс: (+998) 71 150 3292

Addresses Revised 05.12.2016
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